ONTEC SW1, W2 i imgee

Wymiary [mm] Montaz
Dimensions [mm)] Mounting
|
)
144 w by -
‘ .
269 40
(1] 27,5 4,5 x 15 [em]
(T 4 74
T § llos¢ opakowan:
I quantity of boxes: 700 szt.
800 1200
ONTECS W1
Maks. dystans Sciana/oprawa [m] Maks. dystans oprawa/oprawa [m]
Wysokos¢ Max. distance wall/fitting [m] Max. distance fitting/fitting [m]
montazu h (m) - ot -
Mounting
height h (m) ﬂ%A — e B N
\’W/T ’WW W2 2W W1 ,1W W2 2w
ST/AT/DATA ST/AT/DATA ST/AT/DATA ST/AT/DATA CB
CB CB CB o .
1h/3h - 1h/3h - 1h/3h - 1h/3h - )
2,5 33 33 4,0 4,0 8,0 8,0 9.5 9.5 4 "'°
30 35 35 43 43 86 86 102 102 . N )
4,0 34 34 4.6 4,6 9,3 9,3 114 114 -
50 28 28 46 46 96 96 125 125 e wriwon owrcan
6,0 2,0 2,0 4.2 42 8,5 8,5 13,0 13,0
7,0 0,7 0,7 3,6 3,6 74 74 13,0 13,0
8,0 - - 2,5 2,5 - - 12,1 12,1
A B
9,0 - - 1,2 1,2 - - 10,9 10,9 . —
Dlox : 1 ‘
100 - - 05 05 - - 84 84 - ‘ 1 -
! 1hx

ONTEC S W2 /\

e corean

471000 m

16  TM TECHNOLOGIE Datasheets 2017



ZASTOSOWANIE ONTEC S W1, W2 ./
THE USE OF ONTEC S W1, W2

L
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Typ Model Zrodto $wiatta Czas Tryb pracy Strumien
Type Mode Light source Time Mode Luminous flux
ST - TEST RECZNY / MANUAL TEST [S]
ONTEC S W1 302 ST 25W / IxLED 3h M/NM 1851m/ 185 Im
ONTEC S W2 105 ST 5W / 2xLED 1h M/NM 2131m /351 Im
ONTEC S W2 305 ST 5W / 2xLED 3h M/NM 2131Im /351 1Im
ONTEC S W1 302 COLD ST 25W / IxLED 3h M/NM 1851m/ 185 Im
ONTEC S W2 105 COLD ST 5W / 2xLED 1h M/NM 2131m /351 Im
ONTECS W2 205 COLD ST 5W / 2xLED 2h M/NM 2131Im /351 Im
AT - TEST AUTOMATYCZNY / SELFTEST (AUTOTEST) [P]
ONTEC S W1 302 AT 2,5W / IxLED 3h M/NM 1851m /185 Im
ONTEC S W2 105 AT 5W / 2xLED 1h M/NM 2131m /351 Im
ONTEC S W2 305 AT 5W/ 2xLED 3h M/NM 2131m /351 Im
ONTEC S W1 302 COLD AT 2,5W / IxLED 3h M/NM 1851m/ 185 Im
ONTEC S W2 105 COLD AT 5W / 2xLED 1h M/NM 2131Im /351 Im
ONTEC S W2 205 COLD AT 5W / 2xLED 2h M/NM 2131m /351 Im
DATA - TEST CENTRALNY AUTOMATYCZNY (MONITORING) / AUTOMATIC CENTRAL TEST (MONITORING) [ER or PRN
ONTEC S W1 302 DATA 25W / IxLED 3h M/NM 1851m/ 185 Im
ONTEC S W2 105 DATA 5W / 2xLED 1h M/NM 2131m /351 Im
ONTEC S W2 305 DATA 5W / 2xLED 3h M/NM 2131m /351 Im
ONTEC S W1 302 COLD DATA 2,5W / IxLED 3h M/NM 1851m /185 Im
ONTEC S W2 105 COLD DATA 5W / 2xLED 1h M/NM 213 1Im /351 Im
ONTECS W2 205 COLD DATA 5W / 2xLED 2h M/NM 2131Im /351 Im
CB - CENTRALNA BATERIA / CENTRAL BATTERY [ER or PRN]
ONTEC S W1 02 CBm 25W / IxLED _ N 1851m/ 185 Im
ONTEC S W2 05 CBm 5W/2xLED 3511m /351 1Im

NM - praca awaryjna / non maintained
M - praca sieciowo-awaryjna / maintained
CBm - do centralnej baterii / to central battery

m - 1 bez modutu adresowego / 1 with no addressable module

2 modut adresowy v1 / 2 adressable module v1
3 modut adresowy v3 / 3 adressable module v2
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